
TECHNICAL DATAESKINA FRAME WL dou-
ble
Wall-mounted light anthracite 27W 2200/2400lm
3000/4000K CRI80 95°

A hugely successful light design packaged in a rectangular
aluminium frame: the ESKINA FRAME WL double creates
a stylish impact in any outdoor area. Using a CCT switch
(3000/4000K), you can configure the light colour in this
2200 / 2400 lumen, double-bulb, wall-mounted light. The
beam angle of 95 degrees produces a widely scattered
light. Thanks to its IP65 protection class rating, it is ideally
protected against moisture penetration. This award-win-
ning light is also and quick and easy to install.

Item no. 1006314

Number of different light outlets 2

Rotating or tilting tiltable

IP Code IP 65

Impact resistance class IK 06

Impact resistance 1 Joule

Assembly Surface

Assembly details Wall

Primary nominal voltage 220-240V ~50/60Hz

Secondary power / voltage 700 mA

Safety class I

Wattage 27 W

Minimum ambient temperature -20 °C

Maximum ambient temperature 35 °C

Level of inrush current 91 A

Duration of inrush current 2 µs

Stroboscopic effect (SVM) 0.01

Lumen 2200 / 2400 lm

Colour temperature 3000/4000 Kelvin

Beam angle 95 °

Color anthracite

CRI 80
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LXXBXX data L70B50

Service life 30000 h

Risk Group 1

Length 24.5 cm

Width 17.1 cm

Height 7.3 cm

Net weight 2.18 kg

Gross weight 2.333 kg

Light Source

916483
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